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Claim 


Status 


Support 


1 


No change 


No change 


No change 


Amended 


Suggestion by Examiner to correct reference 
of "non-metallic" as to housing 134 to —non- 
magnetic— as described in the specification at 
column 3, line 11. 


Amended 


Requested by the Examiner to correct the 
spelling of the word —sign—. 


6 


No change 


7 


New; 

unamended 


Language recites relationship of magnet 


receptacles and magnets collectively, as shown 
in Figures 1A and 2, and as described at col. 2, 
line 57 to col. 3, line 9. More particularly, 


EXHIBIT 6 


I „ 


8 


New; 

unamended 


Claim 7 simply recites in more specific format 
that all of the receptacles collectively surround 
all of the magnets, and new Claim 8 recites 
that each magnet receptacle surrounds at lest 
one of the magnets. This relationship is 
clearly shown in Figure 2. 

Language recites relationship of magnet 
receptacles and magnets collectively, as shown 
in Figures 1A and 2, and as described at col. 2, 
line 57 to col. 3, line 9. More particularly, 
Claim 7 simply recites in more specific format 
that all of the receptacles collectively surround 
all of the magnets, and new Claim 8 recites 
that each magnet receptacle surrounds at lest 
one of the magnets. This relationship is 
clearly shown in Figure 2. 


9 


New; 
amended 


The cross-section of Figure 1A and the 
perspective view of Figure 1 clearly illustrates 
that the base 107 is recessed relative to the 
outside continuation of the sides 106 and ends 
108 along the outside of the receptacle 110. 


10 


New; 
amended 


Figures 1 and 1A illustrate that the outside 
surface of the receptacle 110 extends below 
the base 107 along a portion of the side 106 
and a portion of the end 108. 


11 


New; 
amended 


Figures 1 and 1A illustrate that the outside 
surface of the receptacle 110 extends below 
the base 107 along a portion of the side 106 
and a portion of the end 108. 


12 


New; 

unamended 


Figure 1A illustrates the plastic coating (given 
new reference numeral 137 in the drawing 
changes extending over the magnet assembly 
126 including the edge 136 of the dish- 
shaped housing 134, as described at column 
3, lines 1-6. 


2 


New; 
amended 


New; 
amended 

New; 
amended 

New; 
amended 


New; 
amended 


New; 
amended 


New 


New 


New 


New 


This claims depends upon Claim 2 and more 
specifically describes the plural magnet 
receptacle-magnet relationship illustrated in 
Figure 2 and described in the specification. 

Same remarks as Claim 10 above. 


Same remarks as Claim 11 above. 


The language of this claim is directed to the 
specific arrangement shown in Figure 2, 
wherein each magnet receptacle surrounds at 
least one of the magnets. 

This language is directed to the coating 137, 
which is shown in Figure 1A extending across 
the bottom surface of the corresponding 
magnet. 

Language recites relationship between signs 
and storage means as depicted in Fig. 7 and as 
described at col. 4, lines 6-16. 

The language of this claim is directed to the 
unitary and rectangular sheet of plastic 
material which forms the base 107, as shown 
in Figures 1A and 2 in the drawing. 

The language of this claim is directed to the 
flexible sleeve 130-fastener 128 combination 
shown in Figure 1A and described at column 2, 
line 63-column 3, line 1. 

This language is directed to the particular form 
of the fastener 128 which is now shown in a 
proposed amendment to the drawing as 
having a beveled head, and so described as 
having "beveled head 132" at column 2, line 
64. 

This language is directed to the lightning 
assembly shown in Figure 1 and described at 
column 3, lines 27-33. The translucent nature 


of the advertising member 102 is described at 
column 2, line 42. 

The lighting assembly is shown in Figure 1 as 
extending lengthwise along the rectangular 
base of the sign member 102. 

Figure 2 illustrates the rectangular form of the 
unitary sheet that defines the base and which 
includes four spaced corners, with the plural 
magnets comprising at least four space 
magnets each at a corner of the base. Each 
magnet is described with reference to Figure 
1A as having a flexible sleeve 130 and a 
fastener 128, with the outer end of the 
fastener 128 being beveled so as to achieve a 
pivotal capability as described at column 2, 
lines 64-67. Figures 1 and 1A illustrate that 
the base adjacent each magnet is recessed 
inwardly relative to the adjacent side and end 
of the sign. 

Same remarks as Claim 24 above. 


